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1 Getting started

RADIOSONDY.INFO is a database of meteorological radiosondes. It shows the sondes that are in
the air right now, predicts where they will come down and keeps an archive of every recorded flight.
This guide takes you through the site step by step – from the main page, through search and maps,
to changing the status of a sonde you have found.

1.1 What a radiosonde is and where the data come from
A radiosonde is a small measuring instrument that hangs under a weather balloon. Weather services launch
them at fixed times, usually several times a day. During the flight the sonde measures temperature, humidity
and pressure (some also ozone) and transmits these readings by radio together with its GPS position. The
balloon usually rises to 20–40 km, bursts there, and the sonde descends on a parachute – often landing in a
completely random place: a field, a forest, a roof or water.

The sonde's signal is picked up by ground stations run by enthusiasts and radio amateurs. They pass the re‐
ceived data to the site through the APRS network. Missing data is filled in by the external service SondeHub.
This lets RADIOSONDY.INFO follow a flight live and store it in the archive once it has ended. People who
search for and recover sondes are called hunters on the site.

1.2 What you can do without an account
Most of the site works without logging in: maps, search, tables, the sonde archive, charts and diagrams are
open to everyone. An account is needed only for a few things – they are described in chapter 10:

changing the status of a sonde (e.g. marking it as found) and announcing that you are going to recover it,
e-mail or Signal notifications about sondes that come down near you,

receiver statistics, the hunters ranking and the ready-made system image for Raspberry Pi.

1.3 A few things worth knowing right away

Topic How it works

Time All times are given in Coordinated Universal Time, UTC. The letter z after a time (e.g.
07:50:08z ) means UTC. UK time is UTC in winter and UTC+1 in summer; most of

continental Europe uses UTC+1 in winter and UTC+2 in summer.

Language The site chooses its language automatically from your browser settings (Polish,
English, German or Italian). A few map elements – legends and some pop-ups – are
always in English.

Coordinates The symbol φ is latitude and λ is longitude, in decimal degrees (e.g. 51.1079,
17.0385).

Refreshing Data about sondes in flight refresh by themselves every 15 seconds. There is no
need to reload the page.

New tabs Many buttons (maps, tables, files) open the result in a new browser tab. The page
you came from stays open in the previous tab.
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Phone The site also works on a phone. Wide tables can then be scrolled sideways with your
finger.

1.4 Glossary
Sonde number The serial number transmitted by the sonde, e.g. W3230676 . Some sondes have a

second number – the site shows it in brackets, e.g. ME2F00151 (312-3-00151) .

Type The sonde model, e.g. RS41, M20, DFM17.

Frequency The radio frequency the sonde transmits on, in MHz (usually 400–406 MHz).

Launch site The station that released the sonde, e.g. Legionowo (PL). The code in brackets is
the country.

Sounding A single flight of a sonde – from launch to the last received measurement.

Frame A single packet of data sent by the sonde: position, altitude, speed,
measurements.

Receiver, station A ground station that picked up the sonde's signal. It is identified by a callsign,
e.g. SQ2DK-14 .

APRS A data network used by radio amateurs. Data from the receivers reach the site this
way.

Climbing Vertical speed in m/s. A positive value means the sonde is rising, a negative one
that it is descending.

Course Direction of movement in degrees: 0° north, 90° east, 180° south, 270° west.

Burst The highest point of the flight, where the balloon bursts; from then on the sonde
descends.

Prediction A forecast of the further track and landing point, calculated from a weather model.

QTH Your location, i.e. the coordinates entered in your profile. The “Distance from QTH”
is measured from it.

AUX An extra sensor attached to the sonde, most often an ozone sensor. The AUX O3
column shows its reading in mPa.

Callsign A radio amateur's identifier. On the site it also serves as the login; people without a
callsign use a nickname.
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2 Elements common to every page

All pages of the site are built the same way: a header and menu bar at the top, the “Operations”
section below them and a footer at the very bottom.

Top of the main page: header, menu bar and the first sections.

2.1 Header and menu bar
“SQ6KXY Radiosonde Tracker” logo – clicking it always takes you to the main page.

Menu bar – for guests it contains the buttons Login  and Register . After you log in they are replaced by
Logout , User Panel , Receiver Statistics  and Hunters Ranking .

Theme switch – the small slider on the right of the bar. It switches between the light and dark look of the
site. Your choice is remembered in the browser for a year.

The menu bar after logging in.
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The same page in the dark theme.

2.2 The “Operations” section and the footer
On every subpage, below the menu bar, there is the Operations section. On its right it has the Main Page
button. On sonde pages this section also holds buttons specific to that page (e.g. Change Status ).

The footer contains three elements:

Service Status  – opens status.radiosondy.info with the current state of the service. Worth checking when
something does not work.

Donate  – the page for supporting the site (PayPal) with a list of supporters. Donations are voluntary and
pay for the infrastructure and for keeping the site available to everyone at any hour.
Software & data credits – a list of the software and data sources used, with their licences.

The site footer.
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3 The main page

The main page is the centre of the site. It consists of eight sections arranged from top to bottom.
Each of them is described below in the same order.

3.1 Planned Takings!
A list of announcements: who is currently setting off to recover which sonde. Before you go searching, look
here – someone may already be on the way. Columns:

Notifier – the login of the person who added the announcement;

Valid From [UTC] / Valid To [UTC] – an announcement is visible for 3 or 12 hours and then disappears
by itself;

Number – the sonde number, clickable (it leads to the sonde page);
Launch Site and Description – the author's comment, e.g. “On my way, 1 hour”.

Logged-in users see the Add Notification  button in the heading of this section; it opens the announcement
form (section 7.6).

The “Planned Takings!” section.

3.2 Now Flying!
A map and a table of all sondes from which at least one frame has arrived in the last 10 minutes. Both refresh
every 15 seconds.

On the map each sonde is a balloon icon with an orange line showing the track so far. Click a balloon to see
a pop-up with the number, type, frequency, last measurement, speed, course, climbing and altitude. The
number in the pop-up links to the sonde page. How to use the map itself (zoom, full screen, satellite view) is
described in chapter 4.

The “Now Flying!” map zoomed in on Central Europe, with one sonde's pop-up open.

RADIOSONDY.INFO – site guide Page 7 of 53
This help material was partly generated with the help of AI.



The table below the map is sorted by altitude in ascending order – the lowest sondes, i.e. those closest to
landing, are at the top. Columns: number, type, time of the last frame, coordinates φ and λ, course, speed,
altitude, climbing, launch site and frequency.

A red row in the “Now Flying!” table
It marks a sonde whose number already has a finished flight in the archive – and yet it is transmitting
again (e.g. it was relaunched or switched on after being found). More in section 3.4.

The beginning of the “Now Flying!” table.

3.3 Static Predictions
Maps of predicted landings. Choose the kind and click Show Map  – the map opens in a new tab:

Current – predicted landing points of the sondes from the next launches at all stations;

Weekly – when selected, a Launch Site list appears. The map shows the predicted tracks from the cho‐
sen station for the coming days, each day in a different colour.

Both maps are described in more detail in section 9.1.

Choosing the kind of prediction.

3.4 Re-used radiosondes (last 48 hours)
Sometimes a sonde whose number is already in the archive starts transmitting again. The first flight then
keeps its number, and every further flight under the same number gets a letter appended: the second flight Z,
the third Y, further ones X, W and V. A flight receives its letter only after it has ended (an hour after the last
frame) – while it is in the air it appears under the original number, as a red row in the “Now Flying!” table.
Example: S5030466  is the sonde's first flight and S5030466Z  its second.

This section shows such later flights (with the letter Z, Y or X) from the last 48 hours. The row colour shows
the sonde status (chapter 7).
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Flights with an appended Z – the row colour shows the status.

3.5 Radiosondes of last 48 hours
Sondes whose flight ended within the last two days (the last frame is older than 10 minutes).

On the left: choose a sonde from the Select Radiosonde list (the launch site is shown next to the num‐
ber) and click Get Data  – the page of that sonde opens.

On the right: Show Table  opens a table of all such sondes with filters (section 8.2), and Show Map  – a
map of their tracks (section 9.2).

The “Radiosondes of last 48 hours” section.

3.6 Last Status Changes
A log of recent sonde status changes from the last 48 hours: who marked a sonde as found, lost or needing
attention. Sondes with the status “unknown” do not appear here. The row colour matches the status. The col‐
umns and statuses are described in detail in chapter 7.

Below the headings of this table there is a filter row – type, for example, part of a station name into the field
under “Launch Site” and the table will show only matching rows (chapter 5).

Recent status changes. Entries by “[BOT]AUTO-STATUS” are made automatically – see section 7.2.
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3.7 Radiosonde Archive
The starting point for all finished flights. The section has five parts:

Element What it is for

Radiosonde Number Finding a sonde by its number. While you type, up to five suggestions appear under
the field. Click the right one, then Search . Details in section 8.1.

Launch Site Choose a station from the list and click Show Table  (all sondes from that station
plus its statistics) or Show Map  (the places of their last measurements, in status
colours).

List of sonde launch
locations

A table or map of all launch stations (section 8.2 and 9.4).

Download List of All
Radiosondes

Select CSV File or KML File and click the button next to it – you will download a
zipped archive of the whole database (section 8.4).

Advanced Search The Advanced Radiosonde Search Module  button opens the search with filters
(section 8.3).

A long list of stations
The “Launch Site” list has several hundred entries in alphabetical order. After opening it, type the first
letters of the name on the keyboard – the browser jumps to the right place.

The “Radiosonde Archive” section.

3.8 Network Statistics
The state of the whole system: the address of the APRS server, the number and list of connected receivers
(the arrow button on the right expands the full list), the number of frames from flights not yet archived, the
number of sondes in the database (including found and lost ones), the time of the last update, server uptime
and database size. The section refreshes every 5 minutes.
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Network statistics with the list of connected receivers.
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4 Using the maps

All maps on the site work the same way. You only need to know a few buttons.

Map element What it does

+ / − (top left) Zoom in and out. The mouse wheel does the same, and on a phone – spreading or
pinching two fingers.

Moving Hold the left mouse button and drag the map (on a phone – drag with your finger).

Square with corners (under +/
−)

Full screen. Clicking again or pressing Esc restores the normal view. On the page of
a sonde in flight, full-screen mode also shows a card with the sonde's current data.

Layers icon (top right) Switches the background: OSM (the normal OpenStreetMap map) or Satellite (satel‐
lite imagery). The satellite view is very helpful when searching for a sonde in the field.

Scale (bottom left) A scale bar in kilometres and miles.

Pop-ups Clicking an icon or a line opens a pop-up with details. The sonde number in the pop-
up links to its page.

Circles with a number A group of points lying close together. The number tells you how many there are; the
colour shows the size of the group. Click the circle to zoom in and separate the
points.

Legend (bottom right) Explains the marker colours. Legends are in English.

Your position On sonde pages the browser may ask for permission to share your location. If you
allow it, a person icon with an accuracy circle appears on the map – making it easy
to judge how far away the sonde is. Permission is not required.

NAVIGATE [OSM] A link in some pop-ups. It opens OpenStreetMap route planning to the sonde's posi‐
tion (for logged-in users – from the location in your profile).

4.1 Marker colours
The meaning of the colours depends on the kind of map – it is always worth looking at the legend.

Map Green Yellow Red Other

Track of a single flight (ar‐
chive) and the last-48-hours
map

launch balloon burst last received
measurement

light blue – landing point entered
by the finder

Maps of sondes by status
(launch site, search results,
receiver maps)

FOUND UNKNOWN LOST purple – NEED ATTENTION
(not listed in the legend)

Map of launch stations active
station

data never
received

no data for 30
days

–
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On status maps a marker stands at the place of the last received measurement, not at the landing point. If
the sonde was received low above the ground, the two places are close together; if the last frame came from
a great height, the sonde may have come down many kilometres further on.
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5 Using tables: sorting and filters

Tables on the site share the same sorting and filtering mechanisms. They work the same way on the
main page, on sonde pages, in the listings and in the ranking.

5.1 Sorting
Click a column heading to sort the table by that column. Clicking again reverses the order. The arrows
next to the heading show the current direction, and the sorting column is slightly greyed.
Shift + click on another heading adds a second criterion (e.g. first type, then altitude).

When you scroll a long table, the heading “sticks” to the top, so you can always see which column is
which.

5.2 The filter row
In many tables there is a row of empty fields just below the headings – these are filters. Type text into the field
under a column and the table will show only the rows that contain that text in that column. Filters in several
columns work together: a row must match all of them. To remove a filter, clear the field.

The filter “M20” in the “Type” column – the number in brackets next to the title shows how many sondes match.
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Things to watch out for
A filter looks for a piece of text, not a range of numbers. Typing “12” in the altitude column finds
both 1200 m and 312 m. To search by ranges, use the advanced search (section 8.3).
In the “APRS Data” table on the page of a sonde in flight, the filter is case-sensitive – type callsigns
in capital letters. In the other tables letter case does not matter.
The main-page tables “Planned Takings!”, “Now Flying!” and “Re-used radiosondes” have no filter
row – they can only be sorted.

5.3 Large listings: counter and pages
Listings from the database (the table of sondes from the last 48 hours, from a launch site, of launch stations,
of sondes found by a user, and the hunters ranking) load their data in batches. In such tables:

the number in brackets next to the title is the number of all rows matching the filters;
one page holds up to 500 rows; below the table there are page buttons: ««  first, «  previous, page
numbers, »  next, »»  last;

sorting and filters apply to the whole database, not just the visible page; the result appears after a
moment.

Page buttons below a large listing.

5.4 Row colours
In tables with a status column, the row background matches the sonde status: green – found , red – lost ,

blue – needs attention , no colour – unknown . The exceptions are the “Now Flying!” table (red row – see
section 3.2) and the table of launch stations (green – active, red – inactive).
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A table sorted by altitude in ascending order (the greyed column); the row colours show the status.
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6 The page of a single sonde

Every sonde has its own page. The site chooses the right view by itself: while the flight lasts – the
live view, and after it has ended and been archived – the archive view. A link to a sonde always
leads to the right place.

6.1 The life cycle of a flight
At the top of the page of a sonde in flight there is a coloured bar. It tells you what stage the flight is at:

Bar Meaning

red Sounding in progress - data will be updated automatically every 15 seconds. The last
frame is less than 10 minutes old.

yellow Sounding probably ended. More than 10 minutes have passed since the last frame.
If the landing notifications have already been sent, the archive is created after about
15 minutes without new data, otherwise after about 60 minutes.

green Sounding was ended - last measurement: … The flight is in the archive; the page
shows the archive view (section 6.3).

The page of a sonde in flight also reloads completely every 10 minutes, so it moves on to the next stage by
itself.

6.2 A sonde in flight

The page of a sonde in flight: the red bar and the map with the track and the prediction.

Map
Balloon – the current position of the sonde. Click it to see a pop-up with the data.
Orange line – the track flown so far.
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Thin light line with blue markers – the prediction: the forecast further track. The marker at its end, with
the pop-up Balloon Landing, is the predicted landing point with its time. The prediction is recalculated
during the flight and the map downloads a new version every 3 minutes.

The sonde's pop-up and the prediction line with its markers.

In full-screen mode a card with the key data appears in the top right corner – launch site, type, frequency,
time of the last measurement, speed, course, climbing, altitude and coordinates. The card refreshes every 15
seconds; it is a convenient view for following a sonde on a tablet or phone.

The map in full screen with the sonde data card.

About Radiosonde and APRS Statistics
Below the map there are two blocks of data:
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About Radiosonde: number (with the additional
number in brackets), launch site, type, date of manu‐
facture (RS sondes only), AUX, frequency, maximum
speed and the altitude where it occurred, average
speed, maximum altitude, average ascent and de‐
scent speeds, status.

APRS Statistics: number of received frames, first
and last frame, receiving stations, flight time, dis‐
tance from the first measurement, nearest city, near‐
est hunter and the distance from your QTH (only
when you are logged in and have entered coordi‐
nates in your profile – otherwise 0.00 km).

Information about a sonde in flight.

APRS Data (last 1000 frames)
A table of successive measurements, newest at the top: the receiver that passed on the frame, time, coordi‐
nates, course, speed, altitude, climbing, temperature, pressure, humidity and ozone (AUX O3). The table has
a filter row (section 5.2).

The latest frames of a sonde in flight.

6.3 An archived sonde
After the flight has ended, the sonde page changes. At the top, in the Operations section, four buttons
appear:
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Change Status The form for changing the status and data of the sonde – requires logging in.
Described in section 7.5.

Graphical Data Three flight charts (section 6.4).

Skew-T Diagram A meteorological diagram built from the sonde's measurements (section 6.5).

Get Data A ZIP package with all the files of the flight (section 6.6).

An archived sonde: operation buttons, the green bar and the map of the whole flight.

Flight map
The orange line is the whole track. Markers: green – launch, yellow – balloon burst, red – last received mea‐
surement. If the finder has entered a landing point, a light blue marker appears as well (pop-up “LANDING
POINT”). As long as the sonde does not have the status “found”, the map also shows the last landing
prediction.

About Radiosonde
The same set of data as during the flight (section 6.2), now as final values.

Information about an archived sonde.
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Status Changes
The full list of all changes of status and data of this sonde – newest first. It is the most important place to
check what happened to the sonde after landing. The columns and how to read the entries are described in
section 7.4.

Change history with one entry: the sonde was found and marked by DK7MI.

APRS Statistics
Number of frames, first and last frame, the full list of stations that received the sonde (grouped
alphabetically), flight time, distance from the first measurement, nearest city (with distance), nearest hunter
(the user living closest to the place of the last measurement, up to 100 km), ground altitude at the place of
the last measurement and the distance from your QTH.

APRS statistics of an archived flight.

APRS Data
All stored frames of the flight, with the Description column holding the full frame comment (including pres‐
sure, temperature, humidity and battery voltage). The filters let you, for example, see only the frames received
by a chosen station. If you see the message Error! Could not open APRS Data! instead of the table, the data
file of this flight is not available.
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A filter in the “Receiver” column shows only the frames of one station.

6.4 Graphical Data
The Graphical Data  button opens three flight charts in a new tab:

altitude and speed over time – showing the ascent, the moment of the burst and the descent;
course and speed – how the wind carrying the sonde changed;

pressure and temperature.

Click a chart to see it enlarged; the Close  button closes the preview. If a chart is missing, the message File
not found appears in its place.

The first two of the three flight charts.
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6.5 Skew-T Diagram
Skew-T is a diagram meteorologists use to describe the state of the atmosphere above a given place. The
site builds it from the sonde's measurements taken during the ascent.

Disclaimer

The diagram is built from raw telemetry and may contain measurement errors. It must not be used as a
scientific data source – the site shows the same notice in the yellow bar at the top of the page.

The page consists of three parts:

Sounding Statistics – conditions at the first frame, dewpoint, cloud base (LCL), tropopause and the
place of the balloon burst;

the diagram – the red line is temperature, the green one dewpoint (a dashed line means humidity outside
the sensor range, a less reliable value). On the right there are wind barbs and an altitude scale. The check
boxes above the diagram turn the helper lines on and off: dry and moist adiabats, mixing ratio, isotherms
and wind barbs. When you move the pointer over the diagram, the Reading at Cursor box shows the val‐
ues at that altitude;
Standard Levels – a table of values at the pressure levels 1000–50 hPa: altitude, temperature, dewpoint,
humidity, wind direction and wind speed (in knots, kt).

The Skew-T diagram with layer switches and the reading box.

RADIOSONDY.INFO – site guide Page 23 of 53
This help material was partly generated with the help of AI.



Sounding statistics.

If the diagram cannot be built, the page gives the reason, e.g. Too few ascent frames to build a sounding. or
No archived data for this sonde.

6.6 Get Data
The Get Data  button downloads the file NUMBER.zip . Inside you will find (if they exist for this flight):

a CSV file with all frames – open it in Excel or LibreOffice;

KML files with the track and the last landing prediction – to open, for example, in Google Earth;
a GeoJSON file with the track (a format for mapping software);

the three flight charts as PNG images.

Preparing the package may take a few seconds.

6.7 When the sonde is not in the database
If the number is wrong or the sonde does not exist in the database, the site shows the page ERROR 404 with
the message Radiosonde Not Found – Check Radiosonde Number and Search Again.

The error page for an unknown sonde number.
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7 Sonde statuses and change history

The status tells you what happened to a sonde after it landed. It is set by users – most often by the
finders – and in two situations also automatically. Every change is saved in the history, so you can
always check who changed what and when.

7.1 The four statuses

Status Row colour Meaning

UNKNOWN no colour The initial state of every sonde. Nobody has reported yet what happened to it.
A sonde with this status may still be lying where it came down.

FOUND green Someone has found and recovered the sonde. The Finder field usually holds
their callsign or nickname, and the Description gives details, e.g. “In a ditch
by the road”.

LOST red The sonde was not found or cannot be recovered – for example it fell into wa‐
ter or inaccessible terrain, or someone else took it. The Description usually
explains why.

NEED ATTENTION blue The case is not closed and needs further attention or clarification. What ex‐
actly is described in the Description field.

In different places the status is shown in several ways: as text in the Status column, as the colour of a table
row and as the colour of a marker on maps (green, red, yellow for unknown, purple for needs attention).

7.2 Who changes the status

Users
Any logged-in user can change the status of an archived sonde with the form described in section 7.5. Most
often this is done by the finder right after recovering the sonde.

Automatic entries – “[BOT]AUTO-STATUS”
In two situations the status is set by the system. Such entries have the marker [BOT]AUTO-STATUS  in the
Changes made by column:

Situation What the system does

Probable water landing After the flight has ended, the site checks the terrain height at the place of the last
measurement. If the result indicates water, it sets the status LOST  with the de‐
scription AUTO STATUS: Probably lost in the water. Note: a place on land lying ex‐
actly at sea level may wrongly be taken for water.

Report from SondeHub If someone has reported on SondeHub that a sonde was recovered (or not), the sys‐
tem takes over that report – it sets FOUND  or LOST , enters the finder and adds
[via SondeHub] to the description. It does this only for sondes with the status
UNKNOWN – it never overwrites a status set manually by a user.

RADIOSONDY.INFO – site guide Page 25 of 53
This help material was partly generated with the help of AI.



Did the system get it wrong?
A status set automatically can be corrected with the same form as any other (section 7.5). The correc‐
tion goes into the history as a new entry.

7.3 Where to check the status and its history

Place What you see there

Archived sonde page →
Status Changes

The full history of one sonde, all entries from the newest (section 6.3).

Main page → Last Status
Changes

The latest changes across all sondes, with filters (section 3.6).

Advanced search Searching for sondes with chosen statuses, e.g. all lost sondes from a given station
(section 8.3).

Sonde tables (48 hours,
launch site)

The Status column with a filter and coloured rows (section 8.2).

Launch site statistics Numbers of found, lost and attention-needing sondes from a given station.

Maps by status The marker colour (section 4.1).

User Panel The list of sondes found by you (section 10.4).

7.4 How to read an entry in the change history
Every time the form is saved, a new row with the full state of the sonde after the change is added to the histo‐
ry. Comparing successive rows shows exactly what was changed.

Column Meaning

Launch Site, Type, AUX,
Frequency

The sonde data saved with this change. They usually stay the same; if they differ
from the previous row, someone corrected them.

Status The status set by this entry.

Finder Who found the sonde (entered by the author of the change).

Landing Point The coordinates of the place where the sonde was found. The value 0, 0  means
none were given.

Description The author's comment. Web addresses are clickable.

Changes made by The author's login and the time of the change (UTC), e.g. DK7MI - 2026-09-16
08:47:40z . [BOT]AUTO-STATUS  means an automatic entry (section 7.2), and
[DELETED USER]  a user who has deleted their account.
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Entries are public
The change history, the finder and the description are visible to everyone, also without logging in, and
are shared under the CC BY-SA 4.0 licence. Do not put anything in the description that you do not want
to make public – such as your phone number.

7.5 How to change a sonde's status – step by step
You need an active account (section 10.1). The status can only be changed once the flight is in the archive –
the page of a sonde in flight has no Change Status  button.

Log in.1

Open the sonde page – for example, type its number into the Radiosonde Number field on the main
page.

2

In the Operations section click Change Status . The form Edit base information about radiosonde
opens.

3

Choose the new Status from the list: UNKNOWN , FOUND , LOST  or NEED ATTENTION .4

If the sonde was found, enter the finder's callsign or nickname in the Finder field (up to 64 characters).
Only sondes with the status FOUND count towards the finder's ranking and statistics.

5

In the Description field briefly describe the situation (up to 128 characters), e.g. where the sonde was
lying.

6

In the Landing Point fields enter the latitude and longitude of the place where it was found, in decimal
degrees with a dot – e.g. 51.0000  and 17.0000 . The fields may be left empty.

7

Check the remaining fields: Launch Site, Type, AUX, Frequency. They are already filled in with the
sonde's data – change them only if you know they are wrong.

8

Click Apply Changes . A green confirmation message appears, and after 5 seconds the site returns to
the sonde page. The new entry is already visible under Status Changes.

9
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The status change form with the data of a found sonde, and below it the last received frame.

Useful in the field

Below the form there is the Last Heard Frame table – the last known position of the sonde (coordi‐
nates, altitude, course, speed). It is a good starting point for the search.

Notes
The Radiosonde Number field is read-only.

The characters < and > are removed from the description.
If the form has been open for a very long time, saving may fail with a message about an expired ses‐
sion. Reload the page and enter the changes again.
A correction is made the same way – each save is a new row in the history; earlier entries do not
disappear.
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7.6 Announcing that you will recover a sonde
An announcement tells other hunters: “I am going for this sonde”. It appears on the main page in the Planned
Takings! section and helps avoid several people searching for the same sonde.

The “Add Notification” button, visible after logging in, in the heading of the “Planned Takings!” section.

The announcement form – a sonde chosen from the “Latest Flights” list and a description entered.

After you have found it

An announcement does not change the sonde's status. Once you have found it, change its status on
the sonde page (section 7.5). To correct an announcement, send it again for the same sonde with a new
description.

Log in and click Add Notification  on the main page (in the “Planned Takings!” heading). The same form
opens from the ADD NOTIFICATION  button in the user panel.

1

Type the number into the Radiosonde Number field (suggestions will appear) or choose a sonde from
the Latest Flights list – it contains sondes whose frames arrived within the last 3 hours.

2

Enter a Description (up to 128 characters), e.g. “Leaving now, there at about 14:00”. Number and de‐
scription are required.

3

Leave the Long-term Notification (12h) box unticked if the announcement should be visible for 3
hours, or tick it to keep it visible for 12 hours.

4

Click Add Notification . After the confirmation the site moves to the main page within a few seconds.5
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8 Searching, filtering and downloading data

The site offers several ways to find a sonde – from a quick search by number, through tables with
filters, to the advanced search with many criteria at once.

What you are looking for Best tool

A specific sonde whose num‐
ber you know

The Radiosonde Number field on the main page (8.1)

A sonde that landed recently The list and table “Radiosondes of last 48 hours” (3.5, 8.2)

All flights from one station The launch site table or map (8.2, 9.3)

Sondes meeting several condi‐
tions (status, type, date, near a
town, altitude)

Advanced Radiosonde Search Module (8.3)

Data for your own analysis CSV and KML files (8.4)

8.1 Searching by number

Suggestions after typing part of a number.

Tips
Letter case does not matter.

The field accepts at most 11 characters.
If you only know the additional number (e.g. printed on the case of an M20 sonde), type it and
choose the sonde from the suggestions – the additional number typed on its own will not open the
page.

On the main page, in the Radiosonde Archive section, start typing the number into the Radiosonde
Number field.

1

Up to five suggestions appear under the field. The part you typed is shown in bold. The suggestions
also include additional numbers (those in brackets).

2

Click the right suggestion – the number is filled into the field.3

Click Search .4
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8.2 Tables with filters
All the tables below open from the Show Table  buttons on the main page. Sorting, filters and pages are de‐
scribed in chapter 5.

Radiosondes Table of last 48 hours
Sondes that finished within two days. Columns: number, type, last frame, φ, λ, course, speed, altitude, climb‐
ing, launch site, frequency, nearest city, distance from QTH and status. The values refer to the last received
frame.

The table of radiosondes from the last 48 hours – the number of all entries is shown in brackets.

Radiosondes Table with Launch Site
All sondes from one station. Above the table there are the Statistics for the Launch Site (with the date of the
station's last activity in brackets):

the number of all and of failed soundings,
flight altitude – maximum, average and median,

ascent and descent speed – average and median,
the number of found, lost and attention-needing sondes.
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Statistics and the table of sondes from the Legionowo station.

Table of radiosonde starting centers
All stations that perform soundings. Green row – active station, red – inactive. Columns: location, coordi‐
nates, station altitude, average ascent and descent speeds, typical sonde altitude, number of sondes in the
database, launch times (to within ±20 minutes), sonde types, frequencies and the date of the last activity.
Clicking a station name opens the table of its sondes with statistics.

The table of launch stations.

When is the next launch?
In the table of stations, type the place name (e.g. “Legionowo”) into the filter of the “Location” column
and check the launch time column. Remember that the times are in UTC.
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8.3 Advanced Radiosonde Search Module
The search with filters opens with the Advanced Radiosonde Search Module  button on the main page. The fil‐
ters are on the left and the results, shown as cards, on the right. The results refresh by themselves after
every change of a filter – there is no “Search” button.

The search with the launch site “Legionowo (PL)” and the status “FOUND” selected (the status box is further down, out of
frame).

Filters

Filter How it works

Search Results A slider from 100 to 2500 (in steps of 100). The results are ordered from the newest,
so a larger number reaches further into the past. Default 100.

Altitude A slider with two handles, 0–10,000 m. It limits the results to sondes whose last re‐
ceived frame was within that altitude range. Useful for finding sondes heard low
above the ground. Default “No limit set”.
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Type Check boxes with sonde models.

Frequency Check boxes with frequencies. Matching has a small tolerance (about ±0.05 MHz).

AUX YES – sondes with an extra sensor, NO – without one.

Launch Site Check boxes with stations (a scrollable list).

Status FOUND, LOST, NEED ATTENTION, UNKNOWN.

Date Range Start and end date (they refer to the date of the last frame). Both dates are included
in full – a range from 10 to 15 September also covers the whole of 15 September.
Click the field to pick a date from the calendar, or type it in the format YYYY-MM-DD.

Location Sondes whose last frame was within a radius of the chosen town. Described below.

Clear filter Restores the default settings, including removing the chosen town.

How filters combine
Boxes ticked within one group are combined with “or”: ticking the types RS41 and M20 shows sondes
of one or the other type.
Different groups are combined with “and”: type RS41 and status FOUND and launch site Legionowo.

A group with nothing ticked does not limit the results.

Searching near a town

Town suggestions.

In the Location card, start typing a name into the City field.1

Up to eight suggestions appear – largest places first. Each shows the country code and coordinates,
which helps tell apart places with the same name. Click the right one – the results refresh straight
away for a radius of 100 km.

2

If needed, change the radius with the Radius [km] slider (0–250 km). When you release the slider, the
results refresh again.

3
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Important when searching
The town must be chosen from the suggestions. A name typed by hand, without clicking a sug‐
gestion, will not work. Any change of the text in the field cancels the earlier choice – then choose
the town again.

If nothing matches the filters, the red message No Data Found appears instead of results.

Results
Each result card shows the sonde number (a link to its page) and type, and below them the data of the last
frame: time, coordinates, course, speed, altitude and climbing, as well as AUX, launch site, frequency, nearest
city, distance from QTH and status.

Above the results there are three buttons that work on the current set of filters:

Generate Map  – a map of the sondes found, in status colours (section 9.5);

Download KML  – a file for Google Earth;

Download CSV  – a file for a spreadsheet.

8.4 Downloading data

What From where

One flight – all files Archived sonde page → Get Data  (section 6.6).

Search results Advanced search → Download CSV  / Download KML .

The whole sonde database Main page → “Download List of All Radiosondes” → select CSV File or KML File →
Download CSV  / Download KML . You download a ZIP archive prepared in

advance.

Sondes received by a chosen
station

Receiver Statistics → Map Generator (logged-in users only, section 10.7).

CSV is a text table – open it in Excel, LibreOffice Calc or Google Sheets. KML is a map file – open it, for ex‐
ample, in Google Earth. The site's data are shared under the CC BY-SA 4.0 licence: when you reuse them,
credit the source as “RADIOSONDY.INFO, CC BY-SA 4.0”. Details on the Software & data credits page.
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9 Thematic maps

The buttons Show Map  and Generate Map  open a map filling the whole window, in a new tab. While
the data are loading, a spinner turns in the middle of the map – with large data sets this can take a
few seconds.

9.1 Predictions: current and weekly
Current shows the predicted landing points of the sondes from the next launches at many stations at once.
The box in the bottom right corner says for which launch time the prediction was calculated (Model for run‐
ning at) and when it was generated (Generated at). Click a marker to see the details.

The current prediction.

Weekly shows the predicted tracks from one station for the coming days. Each day has a different line colour
– the legend in the bottom right corner assigns the colours to dates (BLUE, GREEN, YELLOW, ORANGE,
RED, BLACK, GRAY). The markers at the ends of the lines are the predicted landing points. Such a map helps
you plan a trip in advance.
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The weekly prediction for the Legionowo station.

Only a forecast
Predictions, landing points and telemetry are estimates – they may be incomplete, delayed or wrong.
They must not be the only basis for decisions about safety or navigation.

9.2 The last 48 hours
The tracks of all flights from the last two days, with markers for the launch (green), the balloon burst (yellow)
and the last measurement (red). Zoom in to see the track lines; click a marker to open a pop-up with a link to
the sonde.
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The map of flights from the last 48 hours.

9.3 Launch site
The places of the last measurements of all sondes from the chosen station, in status colours (section 4.1).
When zoomed out, the points merge into circles with a number. Each sonde's pop-up shows the time and
data of the last frame, the status and the link NAVIGATE [OSM].
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